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Arbejdserklaering

The site has a leaking and rusty machine seam roof. Before spraying ElaProof on the roof, | performed
hot high-pressure washing and sanding of rust spots and pretreatment. The site was sprayed with
ElaProof S twice according to the work instructions.

Vareoplysninger

Kunde: Asunto Oy Kaskenvartio

Mal: Roof coating

Adresse: Kaskenkatu 4b, 20700 Turku, Finland
Materiale: Machine seam ceiling
Entreprengr: Turun Kattopinnoite | Pasalok Oy
Tid og sted: 07/2020 | Turku

Produkter brugt pa destinationen

e ElaProof PRO S
e ElaProof Classic H



https://www.elaproof.com/da/product/elaproof-s/
https://www.elaproof.com/da/product/elaproof-h/

ELAPROOF™

e ElaProof Base Fabric
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se videoen: https://www.youtube.com/watch?v=8VMahACpFMY

Alle de oplysninger, der praesenteres ovenfor, er baseret pa forskningsresultater, vores nuvaerende viden og erfaring. De fjerner
ikke ansvaret for brugeren af produktet for at udfgre sine egne tests og eksperimenter, sa alle faktorer og forhold, der kan
pavirke installationen og brugen af produkterne, bgr tages i betragtning. Der kan ikke gives garantier vedrgrende produktets
egenskaber eller egnethed til specifikke formal baseret pa disse oplysninger. Alle beskrivelser, tegninger, fotos, informationer,
proportioner, portionsstgrrelser, vaegte osv. er vejledende. Vi er ikke ansvarlige, hvis produktet bruges i modstrid med
instruktionerne her. Det er brugerens ansvar at teste produktets egnethed til brugsformalet. Vi er kun ansvarlige for kvaliteten af
produktet og garanterer, at det vil besta vores kritiske kvalitetskontrol. Produktinformation opdateres regelmaessigt, dog er det
brugerens ansvar at indhente den seneste gyldige produktinformation, som kan findes pd www.elaproof.dk. Vi forbeholder os
retten til at foretage sendringer. © Build Care Oy


https://www.elaproof.com/da/product/elaproof-base-fabric/
https://www.youtube.com/watch?v=8VMahACpFMY

