
Sawmill Drying Chamber 280 m² | Vilppula

Arbejdserklæring
At the Vilppula sawmill, seam coating work was carried out, 1838 RMT and the casings and upper parts
of the wet main doors were coated, and 280 m² of rusted-through areas were patched.

Mere information
Build Care Oy carried out coating work until 2016. The product was known as AnySeal until 2009 and
ElaStop in 2010-2016. The ElaProof brand name was introduced in 2017.

Vareoplysninger
Kunde: Metsä Fiber Oy
Mål: Coating Sawmill Drying Chamber
Adresse: Sahantie 16, Vilppula, Finland
Materiale: Concrete
Entreprenør: Build Care Oy
Tid og sted: 2009 | Vilppula
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Produkter brugt på destinationen

ElaProof Classic H
ElaProof Primer
ElaProof Base Fabric
ElaProof PRO S

Alle de oplysninger, der præsenteres ovenfor, er baseret på forskningsresultater, vores nuværende viden og erfaring. De fjerner
ikke ansvaret for brugeren af produktet for at udføre sine egne tests og eksperimenter, så alle faktorer og forhold, der kan
påvirke installationen og brugen af produkterne, bør tages i betragtning. Der kan ikke gives garantier vedrørende produktets
egenskaber eller egnethed til specifikke formål baseret på disse oplysninger. Alle beskrivelser, tegninger, fotos, informationer,
proportioner, portionsstørrelser, vægte osv. er vejledende. Vi er ikke ansvarlige, hvis produktet bruges i modstrid med
instruktionerne her. Det er brugerens ansvar at teste produktets egnethed til brugsformålet. Vi er kun ansvarlige for kvaliteten af
produktet og garanterer, at det vil bestå vores kritiske kvalitetskontrol. Produktinformation opdateres regelmæssigt, dog er det
brugerens ansvar at indhente den seneste gyldige produktinformation, som kan findes på www.elaproof.dk. Vi forbeholder os
retten til at foretage ændringer. ©️ Build Care Oy
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https://www.elaproof.com/da/product/elaproof-h/
https://www.elaproof.com/da/product/elaproof-primer/
https://www.elaproof.com/da/product/elaproof-base-fabric/
https://www.elaproof.com/da/product/elaproof-s/

